Title: Ladder Truck Standard

APPARATUS MINIMUM STANDARD:

____ Washington County Fire & Rescue Communication Manual
____ Washington County Fire & Rescue mobile radio
____ Washington County Fire & Rescue portable radio
____ Safety bars/belts for all riding positions
____ Hearing protection for all riding positions
____ Pairs safety goggles – three (3)
____ Warning signals, audible and visible in working condition
____ Audible back up alarm
____ Safety flares – six (6)
____ DOT reflective triangles – three (3)
____ Evacuation horn in cab area – one (1)

EQUIPMENT MINIMUM STANDARD:

____ 65 ft. Aerial ladder or hydraulic platform
____ Detachable or permanently mounted ladder pipe on end of ladder, with stack tips and fog nozzle, 500 GPM or more
____ Two way communication from ground to tip of fly of ladder or basket
____ Communication from rear step to cab if required
____ SCBA with one (1) spare cylinder for each riding position
____ Pick head axes – two (2)
____ Flat head axes – two (2)
____ Crow bars – two (2)
____ Battering ram or wall opening device – one (1)
____ Bolt cutter – one (1)
____ 20 lb. Approved ABC extinguisher – one (1)
____ 15lb. Approved CO2 extinguisher – one (1)
____ 2 ½ gallon Approved water extinguisher – one (1)
____ Portable hand lights
____ 6' pike poles – two (2)
____ 8' pike poles – two (2)
____ 12' pike poles – two (2)
____ 150' Lifeline rope – two (2)
____ Life belts – four (4)
Title: Ladder Truck Standard

Effective Date: 02/20/1997                     Revision Date(s): 01/01/1999
Approval:     Review without revision:
Number of Pages: 3   SOG Number: 2-10

______ 150' Utility rope – two (2)
______ 163 ft. of ground ladders
______ Sprinkler stoppers, with wrench
______ Spanner wrenches – four (4)
______ Brooms – two (2)
______ Mops – two (2)
______ Bucket and mop wringer – one (1)
______ Squeegees – two (2)
______ Scoop shovels – two (2)
______ Flat shovels – two (2)
______ Pitchforks – two (2)
______ “K” tool door opener – one (1)
______ 15 lb. Rolls of Plastic – two (2)
______ Tool box – one (1)
______ Container assorted nails – one (1)
______ Sledge hammers – two (2)
______ Heavy duty wire cutter – one (1)
______ Handsaw or power saw – one (1)
______ Hacksaw and spare blades – one (1)
______ Power saw with carbide blade – one (1)
______ Assorted wood plugs
______ First aid kit – one (1)
______ Smoke ejector with explosion proof motors – two (2)
______ Rope hose tools – four (4)
______ Two-way Siamese with shut-off valve, 2 ½ “ or larger – one (1)
______ 100 ft. 3” Hose for ladder pipe or have built in piping
______ 2 ½ “ Double females – two (2)
______ 2 ½ “ Double males – two (2)
______ Generator 5000 watt – one (1)
______ Floodlights – three (3)
______ 500 ft. 12-3 Electric cable
______ Heavy duty staple gun – one (1)
______ Chimney chair and chimney brush – one (1)
______ Metal buckets – two (2)
______ Chimney shovel – one (1)
______ 12’ X 12’ Salvage Covers – six (6)
______ 4’ X 12’ Floor Runners – four (4)
Apparatus shall conform to NFPA 1901 when it concerns safety. All riding personnel shall be supplied with conforming protective clothing.

Inspected by: _____________________________ Date: __________________